














PIRESIDIO

WHITE PRIMER/SUIRIFACERS

GEMINI

CVP-1000
White Vinyl Primer Surfacer

CVP-1100
e T White High Solids Primer Surfacer

CVP-1100

Presidio Primer Surfacers are formulated for maximum adhesion,
flexibility, build, and great sanding.

Presidio Primer Surfacer is available in 2 different options

PRESIDIO White Vinyl Primer Surfacer - CVP-1000
Standard Solids- Vinyl Modified. Best adhesion, best water resistance

« 47% Solids

« Ready to Spray Once Catalyzed

« Outstanding Adhesion

+ Incredibly Smooth Surface

« ASTM D870-92 Water Immersion: Passes 8 Days
« Great Hide

« Good Build

« Ships With Pre-measured Catalyst

» 30 Day Pot Life Once Catalyzed

|‘ii"|'|.';

PRESIDIO White High Solids Primer Surfacer - CVP-1100
High Solids- Great adhesion and water resistance. Best filling properties for MDF

« 60% Solids

« Ready To Spray Once Catalyzed (depending on equipment)
« Preferred Product for MDF

« Excellent Adhesion

« ASTM D870-92 Water Immersion: Passes 5 Days

« Outstanding Build

« Excellent Hide

« Excellent Sandability

« Ships With Pre-measured Catalyst

« 24 Hour Pot Life Once Catalyzed

for more information regarding Gemini Industrial Wood Finishes

semnnauiawosrne  800.262.5710 or visit www.gemini-coatings.com

is a Division of Gemini industries
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ULTRA-LACQULEIR®

CLEAR CONVERSION COATING

Ultra Lacquer-Post Cat- Durability-Pre-Cat Ease! Ultra Lacquer Clear Conversion Coating offers the durability
of a conversion varnish with the ease of application generally associated with pre-catalyzed lacquers.
Formulated with European polymer technology, Ultra Lacquer offers the high level of durability necessary

for today’s cabinetry and woodwork.

PRODUCT ADVANTAGES: j Ultra Lacquer®

« User Friendly ' Clear Conversion Coating
« 60 Day Pot Life! |

« HAPs Free : = ; UL-0090 Gloss (90°)

« Water Clear UL-0060 Semi-Gloss (60°)
« Ultra Low Formaldehyde UL-0030 Satin (30°)

« High Solids N

+ Moisture Resistant i LLz0010 Flatoy

« Contains UV Absorber ‘ SATIN

« Catalyst Supplied In e
Pre-Measured Containers Ultra Lacquer®

« Exceeds KCMA and ASTM : is ideal for:
Performance Requirements
When Applied To Manufacturer’s
Specifications

« Non Photo Chemically Reactive

« Phthalate Free

» Kitchen Cabinetry

« Architectural Millwork

« Wood Furniture

« All Interior Wood Surfaces

b

GEMINI
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INDUSTRIAL

PRODUCT NUMBERS /| SHEENS
UL-0090 Gloss (30%)

UL-0060 Semi-Gloss (80")

UL-0030 Satin (30%)

LIL-0010 Flat {107)

PRODUCT ADVANTAGES
# LUser Friendly

# 00 Dy Por Lafe!

= HAPs Free

# Water Clear

# Contains UV Absorber

# Ultra Low Formaldehyde

# High Solids

# Maorsiure Resistant

» Catalyst Supplied In Pre-
Measured Contmners

# Exceeds KCMA and ASTM
Performance Requirements
When Applied To
Manufacturer's Specifications

= Phihalate Free

WOOD FINISHES

# Non Photo Chemically Reactive

PRODUCT DATA SHEET

ULTRA LACQUER CLEAR

CONVERSION COATING

DESCRIPTION

Litra Lacguer Clear Conversion Coating offers the durability of a conversion vamish with the ease of application generally
associated with pre-catalyzed lacquers. Formulated with European polymer tlechnology, Ultra Lacquer offers the high bevel of
durability necessary for ioday's cabinetry and woodwork. For Wood Subsirates Only. For Interior Use Only.

COATING PROPERTIES

Viscosity: 22-25 #4 Ford

Weight Solids: 34.21-36.50 %

Volume Solids: 26.40-28.51 %
Weight/Gallon: 7.94-8 |bs./gal

Coverage: 423-457 5q. fL. per gallon al ong
mil dry film thickness,

VOC (reg.'coating): 4.90-5.06 lbs /gl. or 587-
606 g

VOO [act/material): 4.42-4.55 lbsJgl. or 530-
46 gl

VOC Ratio: 1.53-1.69 Ibs. VOC/Tbs. solids
HAPS Ratio: 0.0 lbs. HAPSbs, solids

Dry Times:

Air Dry: at T8°F, redative hurmidity 50%

To touch: & mimdes

To Handle: 20 minutes

To sandirecoat: 80 minutes

Force Dry:

Flash: 8-10 minutas

Bake: 15 @110°F minutes

Cool down: 10 minutes

Stack: 3 hours after cool down

Relative humidity will affect the speed of
dn,'ing. Ideal conditions ane TS5°F ar warmer
at 50°%% humadity or less. Dy time will ba
faster at higher temparatures and lower
humidity and aqually slower at colder
temperatures and higher hurnidity.

Dry Film Thickness:
Maximurn DFT for the complele system must
nof exceed 3 dry mis.

Paot Life: 60 Days @& 77° F in a sealed
COntainer,

Shelf Life: 12 months @77 F if unopened
and stored in a cool dry aned, Always rolake
shock.

Storage: Keep away from heat or sparks.

UL-00XX SERIES

PREPARATION INSTRUCTIONS

Catalyzation:

Use pre-packaged catalyst kit:

This is equal to 1.57 oz of M1111 per
128 oz. of product.

Reduction:
Important: Always calabyee BEFORE
reducing!

Thinning: This product is supplied ready
to spray (after catalyzation). If needed
due to conditions in your facility, use
SOL-9059 HAPs Free Reducer or S0L-
8011 HAPs Free Thinner at levels nof fo
exceed 10% by volurme,*

Max VOC after recommendad thinning
does not exceed 880 grams per liter

Retarder: if a slowear dry time is dasined,
usa SO0L-9012 Haps Free Retarder af
levals not fo excead 4% by voluma®

*Thirmning this material may result in
increasing the WVOC levels of this product.
Rafer to your local regulations before
thinning.

Approved Companion Products
MEXUS Precat Vinyl Sealer PV5-0100

Ultra-Seal Max USM-0350
CVE-0100
CV5-0400

Note: Theie numiders repriies actel comrol valee
on o pmonth, rasded n‘ ot  Spray fechmigues,
bexfury, and sealieg & well & file fhickeeis may giwe
aifferenl reanlly on dotea wonk, M they Saay det
for comparion, o rhe by of pur beowladpe, dhe
adeve Fechmical dara 3 rwe ol socarans o e i
.:‘3" ismenor bar dr sL.'l;.r.,‘l bz chaepe withonl pricr
Bl T

GEMINI
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Gemini Industrial Wood Finishes
is a Division of Gemini Industries

for more information regarding Gemini Industrial Wood Finishes

800.262.5710 or visit www.gemini-coatings.com
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GEMINI

PRE-CATALYZED SEALER

Ultra-Seal MAX has been designed and tested to be your ultimate substrate preparation tool and will assure
you of an unparalleled working surface when finishing with our Gemini pre-catalyzed lacquer systems.

The new Ultra-Seal MAX is a pre-catalyzed formulation that offers great chemical and water resistance in a
super easy to use sealer that dries fast and sands great!

ULTRA SEAL MAX

Pre-Catalyzed Sealer
Virtually HAP’s Free

Great Flow and Leveling USM-0350
Fast Dry Time

Water Clear

Easy Sanding

No Critical Recoat Time

Non Photo Chemically Reactive
Phthalate Free

Exceeds KCMA and ASTM Performance
Requirements, When Applied to
Manufacturer's Specifications

USM-0350
. Pre-Catalyzed Sealer

GEMINI INDUSTRIAL WOOD FINISHES
o A Superior Level Of Quality

for more information regarding Gemini Industrial Wood Finishes

Gemini Industrial Wood Finishes 800-262:57 1 0 Or Visit WWW.g emini-coatings.com MADE IN THE‘UNITED

is a Division of Gemini Industries




PRODUCT DATA SHEET

GEMINI

OATING

Ultra Seal Max

Precatalyzed Sealer

DESCRIPTION

PropucT NumBers /| SHEENS

USM-0350

PropoucT ADVANTAGES

» Virtually HAP's Free

» User Friendly

» Excellent Flow and Leveling
» Fast Dry Time

» Water Clear

» No Critical Recoat Time

» Non Photo Chemically
Reactive

» Phthalate Free

» Exceeds KCMA and ASTM
Performance Requirements,
When Applied to
Manufacturer's Specifications

Ultra Seal Max is a high quality pre-catalyzed lacquer sealer designed for Industrial wood finishing shops. Ultra Seal Max provides
rapid cure schedules, exceptional sanding properties, and also meets all of the pertinent government regulations regarding
emissions and exceeds the performance parameters outlined by KCMA and ASTM. For wood substrates only. For interior use only.

CoATING PROPERTIES

Viscosity: 21 #2 Zahn

Weight Solids: 22%

Volume Solids: 16%

Welght/Gallon: 7.54 Ibs./gal

Coverage: 257 sq. fi. per gallon at one mil
dry film thickness.

VOC (coating): 5.67 Ibs./gl. or 679 gl
VOC (material):4.55 Ibs./gl. or 545 gl
VOC Ratio: 2.73 Lbs. VOC/Lbs. Solids
HAPS Ratio: 0.08 Ibs. HAPS/Ibs. solids

Dry Times:

Alr Dry: at 78°F, relative humidity 50%
To touch: 7 minutes

To Handle: 9 minutes

To sand/recoat: 15 minutes

Force Dry:

Flash: 8-10 minutes

Bake:15min @ 110" F

Cool down: 10 min

Stack immediately after cool down
Relative humidity will affect the speed of
drying. Ideal conditions are 75° F or warmer
at 50% humidity or less. Dry time will be
faster at higher temperatures and lower
humidity and equally slower at colder
temperatures and higher humidity.

Dry Fllm Thickness:

For best results, the DFT for this sealer
should be between .5-1.2 mils. Please refer to
the PDS for the specific topcoat you are using
for maximum DFT for the complete system.

Shelf Life: 12 months @77" F if unopened
and stored in a cool dry area. Always rotate
stock.

Storage: Keep away from heat or sparks.

PREPARATION INSTRUCTIONS

Catalyzation: This product comes pre-
catalyzed. Do NOT add catalyst.

Reduction:

Thinning: If needed due to conditions in
your facility use SOL-9059 HAPs Free
Reducer, or SOL-9011 HAPs Free Thinner
at levels not to exceed 5% by volume*

Retarder: If a slower dry time is desired,
use SOL-9012 Haps Free Retarder at
levels not to exceed 3% by volume*

*Thinning this material may result in
increasing the VOC levels of this product.
Refer to your local regulations before
thinning.

Approved Companion Products
NEXUS PRE-CAT PC-04X0 Series

Note: These numbers represent actual control values
Spray

on a smooth, sanded substrale technigu
texture, and sealing as well as film thickness may give
different resuits on actual work, but they may be used

for compariso bes? of our knowledge, the

is true and accurate af the date

without prior

e dechnical data

of irsuance but Is subject to change

mafice.

for more information regarding Gemini Industrial Wood Finishes

Gemini Industrial Wood Finishes
is a Division of Gemini Industries

800.262.5710 or visit www.gemini-coatings.com
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GENERAL SOLVENT
SELECTION

Mineral Spirits
VM&P Naptha
N-Butyl Acetate

De-Natured
Alcohol

Acetone

Methyl Ethyl
Keytone (MEK)

Methyl Amyl
Keytone (MAK)

Toluene
Xylene

andmany more

INDUSTRIAL WOOD FINISHES |

GEMINI SOLVENT SELECTION

Gemini solvents, retarders and thinners are produced with the same commitment
to excellence as Gemini’s wood finishes. When you are looking for superior quality,
LOOK NO FURTHER THAN GEMINI FOR ALL YOUR FINISHING NEEDS!

THINNERS/REDUCERS

SOL-0500 Lacquer Thinner is a general purpose, medium fast lacquer thinner used for reducing
the viscosity of nitrocellulose coatings. It may also be used as a cleanup/wash solvent for spray guns,
spray equipment and related tools.

SOL-9059 HAPs Free Industrial Reducer is a medium fast drying solvent blend formulated
specifically for reduction of pre-catalyzed and post-catalyzed coatings. It uses a blend of virgin solvents
that reduces viscosity very quickly in these systems. It may also be used in nitrocellulose lacquers.

SOL-9011 HAPs Free Lacquer Thinner s a fast drying, premium grade lacquer thinner. It uses
only active, virgin solvents and may be used for nitrocellulose lacquers, pre-catalyzed lacquers,
and post-catalyzed coatings. The active solvent blend reduces viscosity very quickly and efficiently.

SOL-9032 Zero VOC Lacquer Thinner s a fast drying, premium grade lacquer thinner that is
completely VOC and HAPs free. It contains only premium virgin solvents and may be used for 275 VOC
compliant nitrocellulose lacquers, pre-catalyzed lacquers, and conversion varnishes. The solvent blend
reduces viscosity very quickly and efficiently.

RETARDERS

SOL-9012 HAPs Free Industrial Retarder is used specifically for increasing the open time of acid
catalyzed coatings. In hot or adverse conditions it will improve flow and leveling, help eliminate
bubbles, and is completely HAPs free.

SOL-9056 HAPs Free Retarder is used specifically for increasing the open time of pre-catalyzed
lacquers but will work in post-catalyzed coatings as well. In hot weather or adverse conditions
(such as areas of high air flow) it will improve flow and leveling, help eliminate bubbles, reduce

dry spray and eliminate blushing. SOL-9056 is completely HAPs free.

SOL-0061 Super Retarder is a very strong retarder designed for use in nitrocellulose coatings.
It eliminates blushing, dry spray, orange peel and over spray, and is a staple product for nitrocellulose
lacquer users.

SOL-9020 is a medium retarder that is completely VOC and HAPs free. It contains only premium virgin
solvent and may be added to 275 VOC compliant nitrocellulose lacquers, pre-catalyzed lacquers, and
conversion varnishes to slow the dry of the coating without adding any VOC or HAPs.

FINISH /7 EXCELLENCE

/AA\ FOR MORE PRODUCT INFORMATION
GEMINI
.

Proud Members of:

Nepy

or ASSISTANCE ORDERING
call: 1.800.262.5710
or visit: www.gemini-coatings.com
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